
WU336 / WU334 / EH336 / EH335 
Series Projector

The most Competitive projector, Compact and powerful

asia.optoma.com

Brighter Performance - From 3200 to 3600 lumens* for choose

WUXGA and 1080p resolution* 

Versatile Connectivity - Dual HDMI ports with MHL support

Powerful audio with built-in 10W speaker

LAN control* allowing for any flexible networking solution

ECO+ mode for extended lamp life up to 15,000 hours

*Depends on sku
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The most Competitive projector
offer full featured and very price competitive 

products in the WUXGA* segment, and 16:10 

aspect ratio is the most commonly used with 

the latest WXGA or WUXGA notebooks.

Brighter Performance
From 3200 to 3600 lumens** options for choose, 

This series project is The BEST choice in 

medium-sized spaces. Lights on viewing, 

vibrant in all conditions

15,000 Hour Lamp Life 
Via the extended Lamp Life Mode (Eco+), to 

maximum the projector efficiency with Low TCO.

1.3X Zoom Lens 
Enables a larger throw distance range, easily 

creating a stunning 100 inch image from just 3.4-

4.4 meters away.

Versatile Connectivity
VGA, dual HDMI ports with MHL support and 

composite video connectors offers many ways to 

connect your devices.

LAN Control
The RJ45 port*** provides additional network 

controllability. Crestron RoomView, Extron’s 

IP Link, AMX dynamic device discovery and 

PJ-Link protocols are fully supported.

Built-in speaker 
A powerful integrated 10W speaker allows 

your content to be heard clearly and is easy to 

set up without purchasing external speakers.

Low Noise 
Only 27db, quieter than a Whisper

*WU336/WU334 models only

**Depends on sku

***WU336/EH335 models only
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Input / Output
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Specification

1. HDMI 1 / MHL

2. HDMI 2

3. Powered USB 

4. VGA In

5. Composite In

WU336 / EH335
6    Audio Out 3.5mm

7. Audio In 3.5mm

8. RJ45

9. RS-232

10. Security Bar

11. Power

1. HDMI 1 / MHL

2. HDMI 2

3. Powered USB 

4. VGA In

5. Composite In

WU334 / EH336

6.   Audio Out 3.5mm

7.   Audio In 3.5mm

8. RS-232

9. Security Bar

10. Power


